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                           Lagersmit Sealing Solution B.V.

                      Nieuwland Parc 306,  2952 DD  Alblasserdam,  The Netherlands
                                                         Тел./Tel: +31 88 0216 200  
                                                        E-mail:  info@lagersmit.com
                                                           VAT: NL 813966012B01

Дейдвудные уплотнения типов / Sterntube seals type:
 - SUPREME STA / STA2 / STA3
 - SUPREME SVA / SVA2 / SVA3
 - SUPREME SG / SG2 / SG3
 - SUPREME SGV / SGV2 / SGV3
 - SUPREME STF / STF2 / STF3
 - SUPREME LDA / LDF
 - SUPREME TS3 / TS4 / TSV4 / TS4-2
 - SUPREME SAA / SAA2 / SAA3
 - SUPREME SGA / SGA2 / SGA3

   07020300

Части VII " Правил классификации и постройки морских судов", 2019 г. издания.
Part VII of the Rules for the Classification and Construction of Sea-Going Ships, 2019 Edition.
Части IV Правил технического наблюдения за постройкой судов и изготовлением материалов и изделий для 
судов, 2018.
Part IV of the Rules for Technical Supervision During Construction of Ships and Manufacture of Materials and Products for 
Ships, 2018

25.04.2024

            19.20012.271
25.04.2019

         Риц С.Ю. / Stanislav Rits
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Дейдвудные уплотнения предназначены для дейдвудных устройств на масляной/консистентной смазке.
Sterntube seals are intended for oil/grease lubricating sterntube arrangements.
Тип / Type:                                    Обозначение/ Designation                            Диаметр вала / Shaft diameter range: 
SUPREME STA                              Stern tube aft seal                                                              116 - 890
SUPREME STA2                            Stern tube aft seal - fully split                                         116 - 890
SUPREME STA3                            Stern tube aft seal – semi split                                        116 - 890
SUPREME SVA                              Stern tube aft seal Ventus                                                116 - 890
SUPREME SVA2                            Stern tube aft seal Ventus – fully split                          116 - 890
SUPREME SVA3                            Stern tube aft seal Ventus – semi split                          116 - 890
SUPREME SG                                  Seaguard                                                                             116 - 890
SUPREME SG2                                Seaguard – fully split                                                       116 - 890
SUPREME SG3                                Seaguard – semi split                                                       116 - 890
SUPREME SGV                               Seaguard Ventus                                                               116 - 890
SUPREME SGV2                             Seaguard Ventus – fully split                                         116 - 890
SUPREME SGV3                            Seaguard Ventus – semi split                                          116 - 890
SUPREME STF                               Stern tube forward seal                                                     116 - 890
SUPREME STF2                             Stern tube forward seal – fully split                               116 - 890   
SUPREME STF3                             Stern tube forward seal – semi split                               116 - 890
SUPREME LDA                              Stern tube aft seal – Low duty                                         70 - 248
SUPREME LDF                               Stern tube forward seal – Low duty                              70 - 208
SUPREME TS3                                Thruster seal – 3 lips                                                         116 - 890
SUPREME TS4                                Thruster seal – 4 lips                                                         116 - 890
SUPREME TSV4                             Thruster seal Ventus – 4 lips                                           116 - 890
SUPREME TS4-2                            Thruster seal – 4 lips - fully split                                    116 - 890
SUPREME SAA                               Stern tube aft seal Athmos                                               116 - 362
SUPREME SAA2                             Stern tube aft seal Athmos – fully split                         116 - 362
SUPREME SAA3                             Stern tube aft seal Athmos – semi split                         116 - 362
SUPREME SGA                               Seaguard Athmos                                                               116 - 362
SUPREME SGA2                             Seaguard Athmos – fully split                                         116 - 362
SUPREME SGA3                             Seaguard Athmos – semi split                                         116 - 362
Материал уплотнительных манжет / Material of lip seals - Perbunan or Nitrile(NBR) / Viton(FPM)

04-30-100; PID-LD, Rev. C; PID-LD-G, Rev. A; TA-SUP-X30; 04-35-100; TA-SUP-X31, Rev. C; 
04-60-100; PID-SAA-2017, Rev. C; TA-SUP-X60, Rev. A; 04-20-100; PID-SG, Rev. E; TA-SUP-X10, Rev. B;
04-65-100; PID-SGA-2017, Rev. C; TA-SUP-X65, Rev. A; 04-25-100; TA-SUP-X15, Rev. B; 04-10-100;
PID-ST, Rev. C; TA-SUP-X01, Rev. B; 04-15-100; PID-ST, Rev. C; TA-SUP-X20, Rev. B; 04-12-100; 
PID-SVA-2017, Rev. G; TA-SUP-X05, Rev. D; PID-TS3, Rev. B; TA-SUP-X40, Rev. B; PID-TS4, Rev. B;
TA-SUP-X41, Rev. C; PID-TSV-AZIM, Rev. A; TA-SUP-X43, Rev. C; TA-FWD-OT, Rev. A; TA-SUP-OPT, Rev. B.

Техническая документация одобрена письмом РС € 271-381-2-90281 от 01.04.2019.
Technical documentation has been approved by RS letter No. 271-381-2-90281 dd 01.04.2019.

                                 19.00007.271                        25.04.2019

Дейдвудные уплотнения  предназначены для дейдвудных устройств судов морского и смешанного (река-море) 
плавания.
Sterntube seals are intended for sterntube arrangements of sea-going ships and ships of river-sea navigation.

Свидетельство по ф. 6.5.30 - C / Certificate f. 6.5.30 - C
Свидетельство по ф. 6.5.31 - CЗ при наличии Свидетельства СКК 1 / Certificate f. 6.5.31 - C3, if 
CKK 1 Certificate is available 
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